NOTES:
1) REFER TO SECTION 15057 OF THE SPECIFICATIONS
2) INSTALL CORPORATION STOP WITH KEY IN THE SIDE POSITION
3) LOCATE ENCLOSURE AS SHOWN ON WM-02 WITH ACCESS DOOR OPENING AWAY FROM THE CURB OR STREET
4) INSTALL WARNING/IDENTIFICATION TAPEx AS SHOWN ON WP-01
5) WATER TEST STATIONS INSTALLED FOR THE USE OF RECYCLED WATER SHALL BE IDENTIFIED AS DESCRIBED IN SECTION 15151 OF THE SPECIFICATIONS
6) NOTCH BASE OF GATE WELL TO CENTER OVER VALVE. SET LID FLUSH WITH SLAB.
7) CONNECTIONS TO STEEL MAINS SHALL BE IN ACCORDANCE WITH SECTION 15061
8) MATERIALS SHALL BE SELECTED FROM THE APPROVED MATERIALS LIST

ITEM NO. | SIZE AND DESCRIPTION |
--- | --- |
1 | 9.4mm (3/8") COPPER RETURN |
2 | 9.4mm (3/8") MIPT X COMPRESSION ADAPTER |
3 | 9.4mm (3/8") FIPT X FIPT BRASS BALL VALVE WITH HANDLE |
4 | 25mm (1") X 9.4mm (3/8") BRASS REDUCING BUSHING |
5 | 25mm (1") X REQUIRED LENGTH COPPER PIPE TYPE "K" SOFT |
6 | WATER TEST STATION ENCLOSURE |
7 | 13mm x 89mm (1/2" x 3/12") 304 STAINLESS STEEL SLEEVE EXPANSION ANCHOR WITH SS NUT & WASHER (3 EA @ 120° APART) |
8 | 1000mm x 600mm x 150mm THICK (40" x 24" x 6" THICK) CONCRETE BASE |
9 | COLD JOINT STRIP |
10 | 25mm(1") X 13mm(1/2") BLACK FOAM SLEEVE |
11 | VALVE STEM EXTENSION RED'D. SEE WV-05 |
12 | 100mm (4") SDR-35 SEWER PIPE GATE WELL WITH LID. SEE NOTE 6 |
13 | 25mm (1") COMP BALL VALVE W/ TEE HEAD |
14 | 25mm (1") BRONZE MIPT X COMPRESSION CORPORATION STOP |
15 | WATER MAIN |
16 | SIZE x 25mm (1") SERVICE SADDLE |

WATER AGENCIES STANDARDS
COMMITTEE APPROVAL: 11/03/2006
DRAWING NUMBER: WM-01